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constituents as specified in the stand-

ard-setting part. See 40 CFR 1065.5 re-

garding requests to omit measurement 

of N2O and CH4 for vehicles not subject 

to an N2O or CH4 emission standard. 

(4) Do any unique specifications 

apply for test fuels? 

(5) What maintenance steps may I 

take before or between tests on an 

emission-data vehicle? 

(6) Do any unique requirements apply 

to stabilizing emission levels on a new 

vehicle?

(7) Do any unique requirements apply 

to test limits, such as ambient tem-

peratures or pressures? 

(8) What requirements apply for evap-

orative and refueling emissions? 

(9) Are there any emission standards 

specified at particular operating condi-

tions or ambient conditions? 

(10) Do any unique requirements 

apply for durability testing? 

(b) The testing specifications in the 

standard-setting part may differ from 

the specifications in this part. In cases 

where it is not possible to comply with 

both the standard-setting part and this 

part, you must comply with the speci-

fications in the standard-setting part. 

The standard-setting part may also 

allow you to deviate from the proce-

dures of this part for other reasons. 

(c) The following table shows how 

this part divides testing specifications 

into subparts: 

TABLE 1 OF § 1066.5—DESCRIPTION OF PART
1066 SUBPARTS

This subpart Describes these specifications or proce-
dures

Subpart A ........... Applicability and general provisions. 
Subpart B ........... Equipment for testing. 
Subpart C ........... Dynamometer specifications. 
Subpart D ........... Coastdowns for testing. 
Subpart E ........... How to prepare your vehicle and run an 

emission test. 
Subpart F ............ How to test electric vehicles and hybrid 

electric vehicles. 
Subpart G ........... Test procedure calculations. 
Subpart H ........... Cold temperature testing. 
Subpart I ............. Exhaust emission test procedures for 

motor vehicles. 
Subpart J ............ Evaporative and refueling emission test 

procedures.
Subpart K ........... Definitions and reference material. 

§ 1066.10 Other procedures. 
(a) Your testing. The procedures in 

this part apply for all testing you do to 

show compliance with emission stand-

ards, with certain exceptions noted in 

this section. In some other sections in 

this part, we allow you to use other 

procedures (such as less precise or less 

accurate procedures) if they do not af-

fect your ability to show that your ve-

hicles comply with the applicable emis-

sion standards. This generally requires 

emission levels to be far enough below 

the applicable emission standards so 

that any errors caused by greater im-

precision or inaccuracy do not affect 

your ability to state unconditionally 

that the engines meet all applicable 

emission standards. 

(b) Our testing. These procedures gen-

erally apply for testing that we do to 

determine if your vehicles comply with 

applicable emission standards. We may 

perform other testing as allowed by the 

Act.

(c) Exceptions. We may allow or re-

quire you to use procedures other than 

those specified in this part as described 

in 40 CFR 1065.10(c). All the test proce-

dures noted as exceptions to the speci-

fied procedures are considered generi-

cally as ‘‘other procedures.’’ Note that 

the terms ‘‘special procedures’’ and 

‘‘alternate procedures’’ have specific 

meanings; ‘‘special procedures’’ are 

those allowed by 40 CFR 1065.10(c)(2) 

and ‘‘alternate procedures’’ are those 

allowed by 40 CFR 1065.10(c)(7). If we re-

quire you to request approval to use 

other procedures under this paragraph 

(c), you may not use them until we ap-

prove your request. 

§ 1066.15 Overview of test procedures. 

This section outlines the procedures 

to test vehicles that are subject to 

emission standards. 

(a) The standard-setting part de-

scribes the emission standards that 

apply. Evaporative and refueling emis-

sions are generally in the form of 

grams total hydrocarbon equivalent 

per test. We set exhaust emission 

standards in g/mile (or g/km), for the 

following constituents: 

(1) Total oxides of nitrogen, NOX.

(2) Hydrocarbons, HC, which may be 

expressed in the following ways: 

(i) Total hydrocarbons, THC. 

(ii) Nonmethane hydrocarbons, 

NMHC, which results from subtracting 

methane, CH4, from THC. 
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